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Pressure transmitter
For general industrial applications
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�Output 4 ... 20 mA, DC 0 ... 10 V, DC 0 ... 5 V and others

0.5

304 SS

�� 8
Storage � -40~70

 

~
0.25

Service life 10 million load cycles

 Synthetic oil
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Power Supply       :    12~30VDC 
Protection             :     IP 67

���2��������	�������������� ��� , DC0~10V , DC0~5V
Non-repeatability ������ ≤ 0.1 % of span
Signal noise                 :     ≤ ±0.3 % of span 

 ≤ ±0.1 % of spanLong-term drift 
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샂 Electrical connection: Angular connector form A and C,
     circular connector M12 x 1, cable outlet 2 m
샂 Process connection G 1⁄4 A DIN 3852-E, 1⁄4 NPT andothers

Ambient & Medium

Reverse polarity protection UB vs. 0V no reverse polarity protection with 
ratiometric output signal

Insulation voltage � DC 500 V

Wetted parts

Pressure transmission medium

PT-A
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swos1
Typewriter
with angular connector form A

swos1
Typewriter
with angular connector form A

swos1
Typewriter
with M12 x 1 circular connector

swos1
Typewriter
with M12 x 1 circular connector

swos1
Typewriter
with cable outlet OEM version, unshielded

swos1
Typewriter
with cable outlet OEM version, unshielded
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swos1
Typewriter
1/2"NPT



Measuring ranges

Gauge pressure
KG/CM2 Measuring range 0 ... 0.05 0 ... 0.1 0 ... 0.16 0 ... 0.25 0 ... 0.4 0 ... 0.6 0 ... 1

Overload safety 0.2 0.2 1 1 1 3 3
Measuring range 0 ... 1.6 0 ... 2.5 0 ... 4 0 ... 6 0 ... 10 1) 0 ... 16 1) 0 ... 25 1)

Overload safety 3.2 5 8 12 20 32 50
Measuring range 0 ... 40 0 ... 60 0 ... 100 0 ... 160 0 ... 250 0 ... 400 0 ... 600
Overload safety 80 120 200 320 500 800 1,200
Measuring range 0 ... 1,000
Overload safety 1,500

inWC Measuring range 0 ... 20 0 ... 40 0 ... 60 0 ... 80 0 ... 100 0 ... 120 0 ... 150
Overload safety 84 84 400 400 400 400 400
Measuring range 0 ... 200 0 ... 250 0 ... 400
Overload safety 400 1,200 1,200

psi Measuring range 0 ... 1 0 ... 5 0 ... 15 0 ... 25 0 ... 30 0 ... 50 0 ... 100
Overload safety 3 14.5 45 60 60 100 200
Measuring range 0 ... 160 1) 0 ... 200 1) 0 ... 300 1) 0 ... 500 0 ... 1,000 0 ... 1,500 0 ... 2,000
Overload safety 290 400 600 1,000 1,740 2,900 4,000
Measuring range 0 ... 3,000 0 ... 5,000 0 ... 10,000
Overload safety 6,000 10,000 17,400

1 ) If the medium water is measured, a higher overload safety is recommended.

Absolute pressure
KG/CM2 Measuring range 0 ... 0.1 0 ... 0.16 0 ... 0.25 0 ... 0.4 0 ... 0.6 0 ... 1 0 ... 1.6

Overload safety 1 1 1 1 3 3 3.2
Measuring range 0 ... 2.5 0 ... 4 0 ... 6 0 ... 10 0 ... 16 0 ... 25
Overload safety 5 8 12 20 32 50

inWC Measuring range 0 ... 40 0 ... 60 0 ... 80 0 ... 100 0 ... 120 0 ... 150 0 ... 200
Overload safety 400 400 400 400 400 400 400
Measuring range 0 ... 250 0 ... 400
Overload safety 1,200 1,200

psi Measuring range 0 ... 5 0 ... 15 0 ... 25 0 ... 30 0 ... 50 0 ... 100 0 ... 150
Overload safety 14.5 45 60 60 100 200 290
Measuring range 0 ... 200 0 ... 300
Overload safety 400 600
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Vacuum and +/- measuring range
KG/CM2 Measuring range -0.025 ... +0.025 -0.05 ... 0 -0.05 ... +0.05 -0.05 ... +0.15 -0.05 ... +0.2

Overload safety ±0.2 ±0.2 ±0.2 1 1
Measuring range -0.05 ... +0.25 -0.1 ... 0 -0.1 ... +0.1 -0.15 ... +0.15 -0.16 ... 0
Overload safety 1 ±0.2 1 1 1
Measuring range -0.2 ... +0.2 -0.25 ... 0 -0.25 ... +0.25 -0.3 ... +0.3 -0.4 ... 0
Overload safety 1 1 1 3 1
Measuring range -0.5 ... +0.5 -0.6 ... 0 -1 ... 0 -1 ... +0.6 -1 ... +1.5
Overload safety 3 3 3 3.2 5
Measuring range -1 ... +3 -1 ... +5 -1 ... +9 1) -1 ... +15 1) -1 ... +24 1)

Overload safety 8 12 20 32 50
inWC Measuring range -10 ... +10 -20 ... 0 -20 ... +20 -40 ... 0 -40 ... +40

Overload safety ±80 ±80 ±80 ±80 ±80
Measuring range -50 ... +50 -60 ... 0 -75 ... +75 -80 ... 0 -100 ... 0
Overload safety 400 400 400 400 400
Measuring range -100 ... +100 -120 ... 0 -125 ... +125 -150 ... 0 -200 ... +200
Overload safety 400 400 1,200 400 1,200
Measuring range -250 ... 0
Overload safety 1,200

psi Measuring range -1 ... 0 -30 inHg ... 0 -30 inHg ... +15 -30 inHg ... +30 -30 inHg ... +60
Overload safety ±3 45 60 60 150
Measuring range -30 inHg ... +100 -30 inHg ... +160 1) -30 inHg ... +200 1) -30 inHg ... +300 1)

Overload safety 250 350 450 600

1 ) If the medium water is measured, a higher overload safety is recommended.

The given measuring ranges are also available in mbar, kg/cm2, MPa and kPa.
Other measuring ranges available on request.
3-fold overload safety available on request.

Vacuum tightness
Yes (for restrictions see overload safety)
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DPG-T1

1/2
1/2

PANEL

(LABORATORY) 0.25

PT-A

B1   According to order

PRESSURE UNITS

D1  bar
D2  psi
D3  Mpa

D4   
D5 mmH2O 
D6  mH2O

D7  According to order 

D4

D4

PT-A

60

A

100

Electrical connections

A1:Angular connector DIN 175301-803 A
A2:Angular connector DIN 175301-803 A (with moulded cable 1M)
A5:Circular connector M12 x 1 (4-pin) (cable 1M)
A6:with cable outlet OEM version, unshielded  

Output

E1 4~20mA   E2 DC 0~10V   E3  DC 0~5V   E4  Others  

E1

E1-

PT-A

B

175

swos1
Typewriter
1

swos1
Typewriter
18

李思緯
註解類型





