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swos1
Typewriter
Dial:Aluminium balck graduation on white background(Special panels can be customized)



• Accuracy +/-3%
• • Accuracy +/-4%

8300-00†••
8300-0†•
8301
8302
8304
8310
8320
8330

Model
8201
8202
8203
8204
8205
8210*
8215*
8220*
8230**

Dual Scale Air Velocity Units
For use with pitot tube

Zero Center Ranges

Zero Center Ranges

8300-6MM†••
8300-10MM†•
8300-20MM†•

3-0-3
5-0-5
10-0-10

Model 
8000-00AV†••

8000-0AV†•

8001AV

8002AV

8005AV

8010AV

Model
8000-15CM
8000-20CM
8000-25CM
8000-50CM
8000-80CM
8000-100CM
8000-150CM
8000-200CM 
8000-250CM
8000-300CM

Model 
8000-60NPA†••
8000-60PA†••
8000-100PA†•
8000-125PA†•
8000-250PA
8000-300PA
8000-500PA
8000-750PA
8000-1000PA

Range, Pa
10-0-50
0-60
0-100
0-125 
0-250 
0-300
0-500 
0-750
0-100 x 10

Model 
8000-6MM†••
8000-10MM†•
8000-15MM
8000-25MM
8000-30MM
8000-50MM
8000-80MM
8000-100MM
8000-125MM
8000-150MM
8000-200MM
8000-250MM
8000-300MM

Range MM
of Water
0-6       
0-10
0-15
0-25
0-30 
0-50
0-80 
0-100
0-125
0-150
0-200
0-250
0-300

Range in
W.C./
Velocity
F.P.M.
0-.25/
300-2000
0-.50/
500-2800
0-1.0/
500-4000
0-2.0/
1000-5600
0-5.0/
2000-8800
0-10/
2000-12500 

Model
8000-0.5KPA
8000-1KPA
8000-1.5KPA
8000-2KPA
8000-2.5KPA
8000-3KPA
8000-4KPA
8000-5KPA
8000-8KPA
8000-10KPA
8000-15KPA
8000-20KPA
8000-25KPA
8000-30KPA

Range,
kPa
0-0.5 
0-1
0-1.5
0-2
0-2.5
0-3
0-4
0-5
0-8
0-10
0-15
0-20
0-25
0-30

8300-4CM
8300-10CM
8300-30CM

.5-0-.5
1-0-1
1.25-0-1.25
1.5-0-1.5

8300-1KPA
8300-2KPA
8300-2.5KPA
8300-3KPA

Model
8300-60PA†••
8300-100PA†•
8300-120PA
8300-200PA
8300-250PA
8300-300PA
8300-500PA
8300-1000PA

Model 
8000-00N†••
8000-00†••
8000-0†•
8001
8002
8003
8004
8005
8006
8008
8010
8012
8015
8020
8025
8030
8040
8050
8060
8080
8100
8120
8150
8160
8180*
8250*

Dual Scale English/Metric Models

Model 
8000-00D†••
8000-0D†•
8001D
8002D
8003D
8004D
8005D
8006D
8008D
8010D
8015D
8020D
8025D
8050D
8060D

Range,
In. W.C.
0-.25
0-0.5
0-1.0
0-2.0
0-3.0
0-4.0
0-5.0
0-6.0
0-8.0
0-10
0-15
0-20
0-25
0-50
0-60

Range,
Pa or kPa
0-62 Pa
0-125 Pa
0-250 Pa
0-500 Pa
0-750 Pa
0-1.0 kPa
0-1.25 kPa
0-1.5 kPa
0-2.0 kPa
0-2.5 kPa
0-3.7 kPa
0-5 kPa
0-6.2 kPa
0-12.4 kPa
0-15 kPa

Range, Pa
30-0-30
50-0-50
60-0-60
100-0-100
125-0-125
150-0-150
250-0-250
500-0-500

Zero Center Ranges
Zero Center Ranges

Zero Center Ranges

Range Inches 
of Water
.05-0-.2
0-.25
0-.50
0-1.0 
0-2.0 
0-3.0 
0-4.0 
0-5.0 
0-6.0 
0-8.0 
0-10
0-12
0-15 
0-20 
0-25 
0-30 
0-40
0-50
0-60
0-80
0-100
0-120
0-150
0-160
0-180
0-250

Range
PSI 
0-1
0-2
0-3
0-4
0-5
0-10
0-15
0-20
0-30 

0.125-0-0.125
.25-0-.25
.5-0-.5
1-0-1
2-0-2
5-0-5
10-0-10
15-0-15

Range,
CM of
Water
0-15
0-20
0-25 
0-50 
0-80 
0-100 
0-150 
0-200 
0-250
0-300

2-0-2
5-0-5
15-0-15

BBZ
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RUBBER PRESSURE RELIEF 
PLUG WILL UNSEAT ITSELF
WHEN GAGE IS
OVERPRESSURIZED

(3) 6-32 X 3/16 (4.76) DEEP HOLES
EQUALLY SPACED ON A Ø4-1/8
(104.78) BOLT CIRCLE FOR
PANEL MOUNTING

1/8 FEMALE NPT
HIGH PRESSURE 
CONNECTION

1-3/4
(44.45)

1/2
(12.70)

1/8 FEMALE NPT
LOW PRESSURE
CONNECTION

11/16
(17.46)

15/32
(11.91)

1-11/16
(42.86)

Ø4-1/2
(114.3)

1-1/4
(31.75)

17/32
(13.49)

.025 (.64) SPACE CREATED BY 3
SPACER PADS WHEN SURFACE 
MOUNTED. DO NOT OBSTRUCT. 
PROVIDES PATH FOR RELIEF OF 

OVERPRESSURE. 

1/8 FEMALE
NPT HIGH 
PRESSURE
CONNECTION

1/8 FEMALE
NPT LOW 
PRESSURE
CONNECTION

7/16
(11.11)

Ø4-3/4
(120.65)
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