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Digital pressure gauge with transmission function 
Clean connection 

DPG-T2Live display with delivery 4-20mA
Applications 

Need to clean the process
 ■Hydraulics and pneumatics 

■Pumps and compressors 

■Service tasks

 

Special features

■Measuring ranges from -1 ... 5 to 0 ... 1000 bar 

■Accuracy ≤ ±0.5 % or ±0.25 %

■Can be corrected 

■Option:LCD screen or led screen 
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Digits 5-Digit

Sensor Diffusion Silicon

Power Supply       :    12~32VDC 
Protection             :     IP 55

Control  Signal     :     4~20mA  
Connection         :     Aviation plug 

Update                 :     100  ms 
LCDScreen

Sensor element   :  PH grade steel
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DPG-T2

Dimensons mm
Digital pressure gauge with transmission function
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Measuring ranges
Gauge pressure
bar Measuring range 0 ... 5 0 ... 10 0 ... 20 0 ... 50 0 ... 100 0 ... 160

Overpressure limit 10 20 40 100 200 320

Burst pressure 12 25 50 120 800 1,000
Measuring range 0 ... 250 0 ... 400 0 ... 600
Overpressure limit 500 800 1,200
Burst pressure 1,200 1,700 2,400

psi Measuring range 0 ... 145 0 ... 300 0 ... 600 0 ... 1,450 0 ... 2,000 0 ... 3,000
Overpressure limit 290 580 1,450 2,900 4,640 7,250
Burst pressure 360 725 1,740 11,600 14,500 17,400
Measuring range 0 ... 5,000 0 ... 7,500 0 ... 10,000 1)

Overpressure limit 11,600 17,400 21,750
Burst pressure 24,650 34,800 43,500

1) DG-10-S can only display up to 9999 psi

Vacuum and +/- measuring ranges
bar Measuring range -1 ... +5 -1 ... +10

Overpressure limit 10 20

Burst pressure 12 25
psi Measuring range -30 inHg ... +72 psi -30 inHg ... +145 psi

Overpressure limit 145 290
Burst pressure 170 360

 

kg/cm2

mmH2O
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DPG-T2

DPG-T2

PANEL

(LABORATORY) 0.25

DPG-T1

B1   VCR

PRESSURE UNITS

D1  bar
D2  psi
D3  Mpa

D4   
D5 mmH2O 
D6  mH2O

D7  According to order 

D7

D7

C19  Shell Waterproof jacket  C20  Control  Signal  RS-485     

C21  Electrical connection:DIN 175301-803 C




